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SYMBOLS
CJ      Junction Capacitance                   TC     Case Temperature 

IF       Forward Current                      Tj     Junction Temperature 

IO       Average Forward Rectifier Current        TL     Lead Temperature 

IFSM     Peak Forward Surge Current             Trr     Revise Recovery Time 

IR        Reverse Current                      VBR    Breakdown Voltage 

IRR      Reverse Recovery Current               VDC    Maximum DC Blocking Voltage 

IRSM      Maximum Non-repetitive Peak Current    VF     Forward Voltage 

PD      Steady State Power Dissipation           VRM    Maximum Recurrent Peak     

                                                    Reverse Voltage 

PPK      Peak power dissipation                 VRMS   RMS Input Voltage 

Rth-JA  Thermal Resistance                    Vrrm    Repetitive Peak Reverse Voltage 

         (Junction to Ambient) 

Rth-JC  Thermal Resistance(Junction to Case)      VRSM   Maximum Reverse Voltage 

Ta       Ambient Temperature                         (Clamping Voltage) at IRSM

DRAWINGS
All dimensions in inches and (millimeters) 

Figures not to scale 

TEMPERATURES
Rating at 25ºC ambient temperature unless 

Otherwise specified 

H Package Outline
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PACKAGE OUTLINE 
BRIDGE

    

Dimensions in inches and (millimeters) Dimensions in inches and (millimeters) 

+ 

- ~ 

~ 
~

+

-

~ 

GBPC-W GBPC-T 

.732(18.6)

.692(17.6) 

1.135(28.8)
1.115(28.3) 

.220(5.59)

.200(5.08) 
  DIA

1.135(28.8)
1.115(28.3) 

.732(18.6)

.692(17.6) 

.470(11.9)

.430(10.9) 

.042(1.07)

.038(0.97) 
  DIA

.319(8.10)

.295(7.50) 

1.25(31.8)
  MIN 

.672(17.1)

.632(16.1)

1.135(28.8)
1.115(28.3) 

.220(5.59)

.200(5.08) 
  DIA

.582(14.8)

.542(13.8) 

.672(17.1)

.632(16.1) 1.135(28.8)
1.115(28.3) 

.732(18.6)

.692(17.6) 

.254(6.45)
.094(2.4)
  DIA 

.034(0.86)

.030(0.76) 
.840(21.3)
.740(18.8) .319(8.10)

.295(7.50) 

Hold for
#10 Screw 

Hold for
#10 Screw 
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KBPC-W KBPC-T 

.732(18.6)

.692(17.6) 

1.135(28.8)
1.115(28.3) 

.220(5.59)

.200(5.08) 
  DIA

1.135(28.8)
1.115(28.3) 

.470(11.9)

.430(10.9) 

.042(1.07)

.038(0.97) 
  DIA

.442(11.23).

.432(10.97) 

.672(17.1)

.632(16.1)

1.135(28.8)
1.115(28.3) 

.220(5.59)

.200(5.08) 
  DIA

.582(14.8)

.542(13.8) 

.672(17.1)

.632(16.1) 

1.135(28.8)
1.115(28.3) 

.732(18.6)

.692(17.6) 

.25(6.35)
.094(2.4)
  DIA 

.034(0.86)

.030(0.76) 

1.00(25.4)
.897(22.8) .442(11.23)

.432(10.97) 

Hold for
#10 Screw 

Hold for
#10 Screw 

Dimensions in inches and (millimeters) Dimensions in inches and (millimeters) 

.732(18.6)

.692(17.6) 

1.20(30.5)
  MIN 


